
Single Acting Aluminum Hydraulic Cylinders
HSA Series

•	 700 bar working pressure
•	 30~160 ton capacity
•	 Suitable for light weight and ergonomic usage
•	 Hardened saddle and bottom plate
•	 CE certified and 2 years warranty
•	 Reinforced 7075 aluminum material
•	 Ergonomic special handle
•	 Spring return type (self retraction)
•	 Mounting screw holes at bottom of body
•	 Special coat against corrosion 
•	 Easily replaced dnp® (Italy) quick couplers 
•	 Wide technical support and spare part capability
•	 Trade Mark: Hidrom®, Made in Turkiye
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30 110 75 60 31 45 3 80 M12 15 M35x2
50 145 100 80 38 57 3 115 M12 15 M45x2,5

100 205 140 120 50 100 4 170 M16 20 M80x3
150 245 170 150 65 125 5 180 M20 25 M100x3

dnp® italy quick coupler hardened saddle
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Code
#

Capacity
ton

Stroke
mm

Eff. Area
cm2

Volume
cm3

Closed Length
mm

Extracted Length
mm

Weight
kg

HSA030050 30 50 44,2 307 165 215 4,4

HSA030100 30 100 44,2 581 220 320 5,7

HSA030150 30 150 44,2 869 290 440 7,5

HSA050050 50 50 78,5 506 180 230 8,6

HSA050100 50 100 78,5 981 230 330 10,6

HSA050150 50 150 78,5 1442 300 450 13,5

HSA100050 100 50 153,9 1078 210 260 21,5

HSA100100 100 100 153,9 1998 260 360 25,7

HSA100150 100 150 153,9 2978 340 490 33

HSA150100 150 100 226,9 4179 300 400 42,9

HSA150150 150 150 226,9 4440 355 505 49,8

General Purpose Cylinders Hollow Plunger Cylinders Low Height Cylinders

Similar Products

The following products can also be selected according to the requirements of application.
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