High Pressure Hydraulic Hand Pumps
P Series

@ B‘,A HYDRAULICS

brandname e 700 bar working pressure

NETHERLANDS C E * Variable flow-rate piston pump

* CE certified and 2 years warranty

e Low handle force at high pressure loads

* Models with aluminum and steel material

* Pressure safety valve

e High flowrates to run big hydraulic cylinders
* Single and double acting types

* Easily to handle and carry

* Robust design for heavy industries

* Wide technical support and spare part capability
* Trade Mark: BVA®, Brandname Origin: Netherlands

Code Pressure | Tank Type Flowrates | Usable Oil | Oil Outlet Material Weight*
# bar Lt - cc/stroke Lt inch - kg
P601S 700 0,9 S/A 2,5 0,6 3/8” NPT Steel 5,9
P352 700 0,5 S/A 6,3-2,5 0,35 3/8” NPT | Aluminium 2,95
P1000 700 1,5 S/A 13,4-2,3 1,1 3/8”NPT | Aluminium 6,2
P1201 700 1,5 S/A 13,4-2,3 1,1 3/8” NPT Steel 9,3
P2301 700 3 S/A 13,4-2,3 2,2 3/8” NPT Steel 12,6
P4301 700 7 S/A 13,4-2,3 4,1 3/8” NPT Steel 17,1
P8701 700 10 S/A 120-4,7 7,8 3/8” NPT Steel 34,5
P2301M 700 3 D/A 13,4-2,3 2,2 3/8” NPT Steel 14,7
P4301M 700 7 D/A 46-3,9 4,1 3/8” NPT Steel 19
P8701M 700 10 D/A 120-4,7 7,8 3/8” NPT Steel 35,1

* Weight filled with oil

High Qil Flowrate

P series hydraulic hand pumps
have variable flow-rate piston
pump, which can deliver up to
4,8 cc oil per stroke at 700 bar
pressure. It offers to run big
hydraulic cylinders and high
tonnage jobs with thie feature.

HIDROM Hydraulic & Bolting Technologies

Ergonomic Handle

P series hydraulic hand pumps
provide the operator to use the
pump in the most effortless way
thanks to the ergonomic and low-
force handle on it. The handle also
allows the pump to be transported
with its special lock.

Easy Oil Connection

The oil connection (3/8” NPT) of
the P series hydraulic hand pumps
is in international standard and
compatible with all kind of 700
bar hydraulic systems. There is an
integrated pressure relief valve on
the pump.
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High Pressure Hydraulic Hand Pumps

@ B‘,A HYDRAULICS

P Series
Code A B c D E F G H J K L M
# mm mm mm mm mm mm mm mm mm mm mm mm
P601S | 506 | 148 | 160 | 530 | 542 | 100 @ 95 32 | 115 | 115 | 12 -
P352 360 | 98 | 160 | 360 | 306 | 75 65 32 85 85 8
P1000 | 584 | 124 | 175 | 576 | 430 | 100 | 100 | 32 | 120 | 120 | 10 -
P1201 | 586 | 135 | 182 | 580 | 540 | 95 95 44 | 115 | 115 | 10 -
P2301 | 609 | 135 | 173 | 563 | 573 | 95 90 44 | 120 | 110 | 10 -
P4301 | 586 | 160 | 195 | 565 | 545 | 95 95 44 | 120 | 160 | 10 -
P8701 | 771 | 388 | 295 | 684 - - - 210 - 284 - -
P2301M | 696 | 120 | 173 | 552 | 573 | 95 90 | 41/27 | 120 | 110 | 10 50
P4301M | 619 | 160 | 196 | 552 | 545 | 95 95 | 39/36 | 120 | 160 | 10 50
P8701M | 771 | 388 | 295 | 684 - - - 210 - 284 - -
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